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Artist’s impression of the trampoline-shaped sensor. The laser beam that passes through the middle of the

trampoline membrane creating the overtone vibrations inside the material. Credit: Sciencebrush

Physicists at Delft University of Technology have created a microchip using a unique
combination of two Nobel Prize-winning techniques, optical trapping and frequency combs.
This new microchip, which is simple and low-power, utilizes sound vibrations to measure
distances with high precision in opaque materials, with potential applications in underwater

exploration, medical imaging, and climate monitoring.

Physicists at Delft University of Technology have developed a new technology on a microchip by

combining two Nobel Prize-winning methods for the first time. The microchip is capable of
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accurately measuring distances in materials, which could have applications in areas such as

underwater measurement and medical imaging.

The new technology, which utilizes sound vibrations instead of light, could be useful for
obtaining high-precision position measurements in materials that are opaque. This breakthrough
could result in the development of new methods for monitoring the Earth’s climate and human

health. The findings have been published in the journal Nature Communications.

Simple and low-power technology

The microchip mainly consists of a thin ceramic sheet that is shaped like a trampoline. This
trampoline is patterned with holes to enhance its interaction with lasers and has a thickness
about 1000 times smaller than the thickness of a hair. As a former Ph.D. candidate in Richard
Norte’s lab, Matthijs de Jong studied the small trampolines to figure out what would happen if
they pointed a simple laser beam at them. The trampoline’s surface started vibrating intensely.
By measuring the reflected laser light from the vibrating surface, the team noticed a pattern of
vibrations in the shape of a comb that they hadn’t seen before. They realized that the

trampoline’s comb-like signhature functions as a ruler for precision measurements of distance.

This new technology could be used to measure positions in materials using sound waves. What

makes it special is that it doesn’t need any precision hardware and is therefore easy to produce.
“It only requires inserting a laser, and nothing else. There’s no need for complex feedback loops
or for tuning certain parameters to get our tech to operate properly. This makes it a very simple
and low-power technology, that is much easier to miniaturize on a microchip”, Norte says. “Once

this happens, we could really put these microchip sensors anywhere, given their small size.”

Unique combination

The new technology is based on two unrelated Nobel Prize-winning techniques, called optical
trapping and frequency combs. Norte: “The interesting thing is that both of these concepts are
typically related to light, but these fields do not have any real overlap. We have uniquely
combined them to create an easy-to-use microchip technology based on sound waves. This ease

of use could have significant implications for how we measure the world around us.”

Overtones

When the researchers pointed a laser beam at the tiny trampoline, they realized that the forces
that the laser exerted on it were creating overtone vibrations in the trampoline membranes.
“These forces are called an optical trap, because they can trap particles in one spot using light.
This technique won the Nobel Prize in 2018 and it allows us to manipulate even the smallest
particles with extreme precision,” Norte explains. “You can compare the overtones in the

trampoline to particular notes of a violin. The note or frequency that the violin produces depends
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on where you place your finger on the string. If you touch the string only very lightly and play it
with a bow, you can create overtones; a series of notes at higher frequencies. In our case, the
laser acts as both the soft touch and the bow to induce overtone vibrations in the trampoline

membrane.”

Bridging two breakthrough fields

“Optical frequency combs are used in labs around the world for very precise measurements of
time, and to measure distances,” Norte says. “They are so important to measurements in general
that their invention was given a Nobel Prize in 2005. We have made an acoustic version of a
frequency comb, made out of sound vibrations in the membrane instead of light. Acoustic
frequency combs could for instance make position measurements in opague materials, through
which vibrations can propagate better than light waves. This technology could for example be
used for precision measurements underwater to monitor the Earth’s climate, for medical

imaging, and for applications in quantum technologies.”

Reference: “Mechanical overtone frequency combs” by Matthijs H. J. de Jong, Adarsh Ganesan,
Andrea Cupertino, Simon Groblacher and Richard A. Norte, 16 March 2023, Nature
Communications.

DOI: 10.1038/s41467-023-36953-8

Delft University of Technology Medical Imaging Microchip Popular Sensor

RELATED ARTICLES
Quantum Gravity Sensor Breakthrough Tiny New Sensor - That Could Fitin a
Paves Way for Groundbreaking Map of Smartphone - Makes the Invisible Visible

World Under Earth's Surface

https://scitechdaily.com/combining-two-nobel-prize-winning-techniques-a-new-microchip-technology/ 3/9


https://scitechdaily.com/tag/delft-university-of-technology/
https://scitechdaily.com/tag/medical-imaging/
https://scitechdaily.com/tag/microchip/
https://scitechdaily.com/tag/popular/
https://scitechdaily.com/tag/sensor/
https://www.facebook.com/sharer.php?u=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F
https://twitter.com/intent/tweet?url=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F&text=Combining%20Two%20Nobel%20Prize-Winning%20Techniques%3A%20A%20New%20Microchip%20Technology
https://pinterest.com/pin/create/button/?url=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F&media=https%3A%2F%2Fscitechdaily.com%2Fimages%2FTrampoline-Shaped-Sensor-With-Overtone-Vibrations.jpg&description=Combining%20Two%20Nobel%20Prize-Winning%20Techniques%3A%20A%20New%20Microchip%20Technology
https://www.linkedin.com/shareArticle?mini=true&url=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F
https://www.tumblr.com/share/link?url=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F&name=Combining%20Two%20Nobel%20Prize-Winning%20Techniques%3A%20A%20New%20Microchip%20Technology
mailto:?subject=Combining%20Two%20Nobel%20Prize-Winning%20Techniques%3A%20A%20New%20Microchip%20Technology&body=https%3A%2F%2Fscitechdaily.com%2Fcombining-two-nobel-prize-winning-techniques-a-new-microchip-technology%2F
https://www.nature.com/articles/s41467-023-36953-8
https://scitechdaily.com/quantum-gravity-sensor-breakthrough-paves-way-for-groundbreaking-map-of-world-under-earth-surface/
https://scitechdaily.com/quantum-gravity-sensor-breakthrough-paves-way-for-groundbreaking-map-of-world-under-earth-surface/
https://scitechdaily.com/tiny-new-sensor-that-could-fit-in-a-smartphone-makes-the-invisible-visible/
https://scitechdaily.com/tiny-new-sensor-that-could-fit-in-a-smartphone-makes-the-invisible-visible/

